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Product Data:
Dimensions (L x W x H)

550.7 g

270 mm

Weight

270 x 96.7 x 44.4

10 mm

Item number

Start projection

End projection

Start projection

Length

Guide dimension

210-112

0 mm

Version: A    [07.03.2025 - 08:22:58 (CET 07.03.2025 - 15:22:58)]

Configuration: 4 - Conductor 8 AWG MAX / 50A / 600 UL/CSA

Please note: The illustrations are simplified and may not be strictly true to reality, so that there may be display inaccuracies such as overlays. The same applies to technical data, e.g. dimensions,
color or weight, for which we cannot vouch.

Project description MARCH NEWS LETTERProject data:

Configuration data: Created by Tyler Schara

Creation date 2025-03-07

Customer material number 4 - Conductor 8 AWG MAX / 50A / 600
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Parts list   4 - Conductor 8 AWG MAX / 50A / 600 UL/CSA   (Path: /MARKETING ASSETS/2X06-140X)

Item
quantit

Item Number Description Color Cross section/Length Item imageOrder
quantit

2 [9] 2006-1401 4-conductor through terminal block; 6 mm²; suitable for Ex e II applications; side and center marking; for DIN-rail 35 x 15 and 35 x
7.5; Push-in CAGE CLAMP®

gray2

1 [10] 2006-1402 4-conductor through terminal block; 6 mm²; suitable for Ex e II applications; side and center marking; for DIN-rail 35 x 15 and 35 x
7.5; Push-in CAGE CLAMP®

orange1

2 [11] 2006-1403 4-conductor through terminal block; 6 mm²; suitable for Ex e II applications; side and center marking; for DIN-rail 35 x 15 and 35 x
7.5; Push-in CAGE CLAMP®

red2

2 [12] 2006-1404 4-conductor through terminal block; 6 mm²; suitable for Ex e II applications; side and center marking; for DIN-rail 35 x 15 and 35 x
7.5; Push-in CAGE CLAMP®

blue2

2 [13] 2006-1405 4-conductor through terminal block; 6 mm²; suitable for Ex e II applications; side and center marking; for DIN-rail 35 x 15 and 35 x
7.5; Push-in CAGE CLAMP®

black2

1 [14] 2006-1407 4-conductor ground terminal block; 6 mm²; suitable for Ex e II applications; side and center marking; for DIN-rail 35 x 15 and 35 x 7.5;
Push-in CAGE CLAMP®

green-yellow1

1 [15] 2006-1491 End and intermediate plate; 1 mm thick gray1

4 [8] 2006-1492 End and intermediate plate; 1 mm thick orange4

1 [17] 2006-1671 2-conductor disconnect terminal block; with pivoting knife disconnect; with test option; orange disconnect link; for DIN-rail 35 x 15
and 35 x 7.5; 6 mm²; Push-in CAGE CLAMP®

gray1

1 [19] 2006-1673 2-conductor disconnect terminal block; with pivoting knife disconnect; with test option; orange disconnect link; for DIN-rail 35 x 15
and 35 x 7.5; 6 mm²; Push-in CAGE CLAMP®

red1

1 [18] 2006-1674 2-conductor disconnect terminal block; with pivoting knife disconnect; with test option; orange disconnect link; for DIN-rail 35 x 15
and 35 x 7.5; 6 mm²; Push-in CAGE CLAMP®

blue1

1 [21] 2006-1675 2-conductor disconnect terminal block; with pivoting knife disconnect; with test option; orange disconnect link; for DIN-rail 35 x 15
and 35 x 7.5; 6 mm²; Push-in CAGE CLAMP®

black1

1 [20] 2006-1691 End and intermediate plate; 1 mm thick gray1

3 [16] 2006-1692 End and intermediate plate; 1 mm thick orange3

5 [23] 2006-402 Jumper; 2-way; insulated light gray5

2 [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type white 135 mm1

34 [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type white1

1 [24] 2009-115/000-005 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type red1

1 [22] 210-112 Steel carrier rail; 35 x 7.5 mm; 1 mm thick; 2 m long; slotted; according to EN 60715; "Hole width 25 mm silver-colored 270 mm1

2 [2] 2206-1401 4-conductor through terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II applications; side and center marking;
for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

gray2

2 [3] 2206-1402 4-conductor through terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II applications; side and center marking;
for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

orange2

2 [4] 2206-1403 4-conductor through terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II applications; side and center marking;
for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

red2

2 [5] 2206-1404 4-conductor through terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II applications; side and center marking;
for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

blue2

2 [6] 2206-1405 4-conductor through terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II applications; side and center marking;
for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

black2

2 [7] 2206-1407 4-conductor ground terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II applications; side and center marking;
for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

green-yellow2

6 [1] 249-116 Screwless end stop; 6 mm wide; for DIN-rail 35 x 15 and 35 x 7.5 gray6

Note: The required order quantity may differ from the amount for some articles due to the form of delivery.
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Carrier rail
Item quantity Item Number Your item number Notes Description Length

1 [22] 210-112 Steel carrier rail; 35 x 7.5 mm; 1 mm thick; 2 m long; slotted; according to EN 60715; "Hole width
25 mm

270 mm

Pos. Item Number Your item number Notes Description Length

1. [1] 249-116 Screwless end stop; 6 mm wide; for DIN-rail 35 x 15 and 35 x 7.5

2. [2] 2206-1401 4-conductor through terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II
applications; side and center marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

2.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 90 mm

2.2. [23] 2006-402 Jumper; 2-way; insulated

2.3. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

3. [2] 2206-1401 4-conductor through terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II
applications; side and center marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

3.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 90 mm

3.2. [23] 2006-402 Jumper; 2-way; insulated

3.3. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

4. [3] 2206-1402 4-conductor through terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II
applications; side and center marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

4.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 90 mm

4.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

5. [3] 2206-1402 4-conductor through terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II
applications; side and center marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

5.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 90 mm

5.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

6. [4] 2206-1403 4-conductor through terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II
applications; side and center marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

6.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 90 mm

6.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

7. [4] 2206-1403 4-conductor through terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II
applications; side and center marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

7.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 90 mm

7.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

8. [5] 2206-1404 4-conductor through terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II
applications; side and center marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

8.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 90 mm

8.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

9. [5] 2206-1404 4-conductor through terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II
applications; side and center marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

9.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 90 mm

9.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

10. [6] 2206-1405 4-conductor through terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II
applications; side and center marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

10.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 90 mm

10.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

11. [6] 2206-1405 4-conductor through terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II
applications; side and center marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

11.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 90 mm

11.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

12. [7] 2206-1407 4-conductor ground terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II
applications; side and center marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

12.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 90 mm

12.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

13. [7] 2206-1407 4-conductor ground terminal block; with push-button; 6 mm²; with test port; suitable for Ex e II
applications; side and center marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

13.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 90 mm

13.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

14. [8] 2006-1492 End and intermediate plate; 1 mm thick

15. [1] 249-116 Screwless end stop; 6 mm wide; for DIN-rail 35 x 15 and 35 x 7.5

16. [1] 249-116 Screwless end stop; 6 mm wide; for DIN-rail 35 x 15 and 35 x 7.5

17. [9] 2006-1401 4-conductor through terminal block; 6 mm²; suitable for Ex e II applications; side and center
marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

17.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 45 mm

17.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

18. [10] 2006-1402 4-conductor through terminal block; 6 mm²; suitable for Ex e II applications; side and center
marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

18.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 45 mm

18.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

19. [11] 2006-1403 4-conductor through terminal block; 6 mm²; suitable for Ex e II applications; side and center
marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

19.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 45 mm

19.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

20. [12] 2006-1404 4-conductor through terminal block; 6 mm²; suitable for Ex e II applications; side and center
marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

20.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 45 mm

20.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

21. [13] 2006-1405 4-conductor through terminal block; 6 mm²; suitable for Ex e II applications; side and center
marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

21.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 45 mm

21.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

22. [14] 2006-1407 4-conductor ground terminal block; 6 mm²; suitable for Ex e II applications; side and center
marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

22.1. [26] 2009-110 Marking strips; for Smart Printer; on reel; not stretchable; plain; snap-on type 45 mm

22.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

23. [15] 2006-1491 End and intermediate plate; 1 mm thick

24. [1] 249-116 Screwless end stop; 6 mm wide; for DIN-rail 35 x 15 and 35 x 7.5

25. [16] 2006-1692 End and intermediate plate; 1 mm thick

26. [17] 2006-1671 2-conductor disconnect terminal block; with pivoting knife disconnect; with test option; orange
disconnect link; for DIN-rail 35 x 15 and 35 x 7.5; 6 mm²; Push-in CAGE CLAMP®

26.1. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

26.2. [23] 2006-402 Jumper; 2-way; insulated

26.3. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

27. [9] 2006-1401 4-conductor through terminal block; 6 mm²; suitable for Ex e II applications; side and center
marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

27.1. [23] 2006-402 Jumper; 2-way; insulated

27.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

27.3. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

28. [8] 2006-1492 End and intermediate plate; 1 mm thick

29. [16] 2006-1692 End and intermediate plate; 1 mm thick

30. [18] 2006-1674 2-conductor disconnect terminal block; with pivoting knife disconnect; with test option; orange
disconnect link; for DIN-rail 35 x 15 and 35 x 7.5; 6 mm²; Push-in CAGE CLAMP®

30.1. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

30.2. [23] 2006-402 Jumper; 2-way; insulated

30.3. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

31. [12] 2006-1404 4-conductor through terminal block; 6 mm²; suitable for Ex e II applications; side and center
marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

Subject to technical changes
Page 3 of 807.03.2025 - 08:23:26 (CET 07.03.2025 - 15:23:26)

https://configurator.wago.com/index.html?function=loadproject&projectid=501238&date=20250307152258


4 - Conductor 8 AWG MAX / 50A / 600 UL/CSA
https://configurator.wago.com
WAGO Smart Designer

Link: https://configurator.wago.com/index.html?function=loadproject&projectid=501238&date=20250307152258  (Version: A    [07.03.2025 - 08:22:58 (CET 07.03.2025 - 15:22:

Listing of the components according to position   4 - Conductor 8 AWG MAX / 50A / 600 UL/CSA   (Path: /MARKETING
ASSETS/2X06-140X)

31.1. [23] 2006-402 Jumper; 2-way; insulated

31.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

31.3. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

32. [8] 2006-1492 End and intermediate plate; 1 mm thick

33. [1] 249-116 Screwless end stop; 6 mm wide; for DIN-rail 35 x 15 and 35 x 7.5

34. [16] 2006-1692 End and intermediate plate; 1 mm thick

35. [19] 2006-1673 2-conductor disconnect terminal block; with pivoting knife disconnect; with test option; orange
disconnect link; for DIN-rail 35 x 15 and 35 x 7.5; 6 mm²; Push-in CAGE CLAMP®

35.1. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

35.2. [24] 2009-115/000-005 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

35.3. [23] 2006-402 Jumper; 2-way; insulated

35.4. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

36. [11] 2006-1403 4-conductor through terminal block; 6 mm²; suitable for Ex e II applications; side and center
marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

36.1. [23] 2006-402 Jumper; 2-way; insulated

36.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

36.3. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

37. [20] 2006-1691 End and intermediate plate; 1 mm thick

38. [21] 2006-1675 2-conductor disconnect terminal block; with pivoting knife disconnect; with test option; orange
disconnect link; for DIN-rail 35 x 15 and 35 x 7.5; 6 mm²; Push-in CAGE CLAMP®

38.1. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

38.2. [23] 2006-402 Jumper; 2-way; insulated

38.3. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

39. [13] 2006-1405 4-conductor through terminal block; 6 mm²; suitable for Ex e II applications; side and center
marking; for DIN-rail 35 x 15 and 35 x 7.5; Push-in CAGE CLAMP®

39.1. [23] 2006-402 Jumper; 2-way; insulated

39.2. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

39.3. [25] 2009-115 WMB-Inline; for Smart Printer; 1500 pieces on roll; stretchable 5 - 5.2 mm; plain; snap-on type

40. [1] 249-116 Screwless end stop; 6 mm wide; for DIN-rail 35 x 15 and 35 x 7.5

41. [8] 2006-1492 End and intermediate plate; 1 mm thick
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